ELECTRICS
Instrument Panel
Colours not Matching like for like.

Main Beam Warning light :-

Donor = Blue/Green

Marlin=Blue/White

Hazard warning light :-

Donor = Green/Yellow

Marlin = Yellow

Purple & Blue/Pink = alarm led.

Connector Pinouts.
All connections are connected from donor to Marlin loom colour for colour unless otherwise stated.

12 pin connector
Donor

Green/White = Right hand indicator light

Blue/Green = To Blue/White on Marlin loom (Main Beam)

Green/Red = Left hand indicator light

White/Black = Rev counter

Red/White = Illumination (Earth)
Red/Black = Illumination
Green/Blue = Temp gauge

Green = Switched Positive
White/Brown = Oil pressure

Green = Switched Positive

8 pin connector
Black/White = Hand Brake and Brake Fluid

Brown/Orange = Hazard
Green/Yellow = To Yellow on Marlin loom (Hazard light)

Purple/Red = Not connected (Boot open light)

Blue/Red = Not connected (ABS light)

Green/Black = Fuel gauge

Black = Earth

5 Pin Connect
Purple = Permanent positive for Alarm led.

Blue/Pink = Negative for alarm led to Alarm

Fuse Box
Full beam




= Fuses 1&2

Headlight




= Fuses 3&4

Drivers Side Light



= Fuse 5

Passenger Side Light


= Fuse 6

Switched positive from Ignition Switch
= Fuse 7

Switched positive from Ignition Switch
= Fuse 8

Fuse 7
Heater Fan

Green at Rear.  Fuel pump relay and MEMS.  Donor Green/Pink
Fuse 8
Light Switch

Wiper Motor

Instruments

Hazard Switch

Relays
Cooling Fan

Hazard Lights (not supplied by Marlin)
